
Hydraulic Percussive

Competitor Dart
• Weight 0.73 tonnes.
• Height when working 3.1m
• Dimensions when travelling 2.6m long, 1.25m wide, and 1.4m high.

Boart DB51 
• Weight 0.85 tonnes.
• Height when working 3.1m.
• Dimensions when travelling 2.1m long, 0.7m wide, and 1.36m high.

Cable Percussion

Consallen Forager
• Weight 0.5 tonnes.
• Height when working 5.4m.
• Dimensions when travelling 6.8m long, 0.7m wide, and 1.7m high.

Pilcon 1500
• Weight 1.8 tonnes.
• Height when working 6.6m.
• Dimensions when travelling 7.9m long, 1.75m wide, and 1.55m high.

Dando 150
• Weight 1.8 tonnes.
• Height when working 6.83m.
• Dimensions when travelling 7.6m long, 1.9m wide, and 1.5m high.

Dando 2000
• Weight 1.82 tonnes.
• Height when working 6.83m.
• Dimensions when travelling 8.42 long, 2.1m wide, and 1.5m high.

PLANT 
SPECIFICATIONS



Edeco 2000
• Weight 2.25 tonnes.
• Height when working 7.1m.
• Dimensions when travelling 8.5m long, 2m wide, and 1.5m high.

Dando 4000

• Weight 2.24 tonnes.
• Height when working 6.87m.
• Dimensions when travelling 8.5m long, 1.83m wide, and 1.75m high.

Rotary

Sedi Drill 90
• Weight 1.25 tonnes.
• Height when working 2.5m.
• Dimensions when travelling 2.5m long, 0.7m wide, and 1.5m high.

Comacchio 305

• Weight 3.1 tonnes.
• Height when working 4.58m.
• Dimensions when travelling 4.58m long, 1.54m wide, and 2.28m high.

Fraste XL Multi Drill
• Weight 6.6 tonnes.
• Height when working 6.7-7.7m.
• Dimensions when travelling 5.9m long, 1.9m wide, and 2.85m high.

Fraste XL Max
• Weight 12.15 tonnes.
• Height when working 9.2m (possible 1m extension).
• Dimensions when travelling 9.35m long, 2.3m wide, and 3.3m high.

Fraste ML
• Weight 5.7 tonnes.
• Height when working 5.85.
• Dimensions when travelling 5.94m long, 1.58m wide, and 2.56m high.

Comacchio GEO205 

• Weight 2.8 tonnes.
• Height when working 4.67m.
• Dimensions when travelling 4.67m long, 1.10m wide and 2.10m high

Dando Geotech 6

• Weight 15.00 tonnes.
• Height when working 8.00m.
• Dimensions when travelling 8.40m long, 2.50m wide, and 4.10m high.



Excavator

JCB 3CX
• Weight 7.37 tonnes.
• Height when working 6.35m.
• Dimensions when travelling 5.62m long, 2.36m wide, and 3.61m high.

Site Support

Hagglund BV 206

• Weight 6.58 tonnes
• Dimensions when travelling 6.9m long, 1.87m wide, and 2.4m high.

Kubota RG 60

• Weight 5.9 tonnes.
• Dimensions when travelling 4.6m long, 2.3m wide, and 2.55m high.




